CONCRETE CLEAN-OUT BOX
WITH "SEWER” CAST IN LID
(CHRISTY F8 CURB VALVE BOX
OR APPROVED EQUAL)

(SEE NOTE 1)

[+ iR
FERRULE ! mﬁj
FLOATING _
PLASTIC CAP
PIPE SIZE AS INDICATED %A“(‘;%’/\\%% CLEAN-OUT
ON PLAN (4" MIN.)

LONG RADIUS 1/8 (45)

FUTURE OR EXISTING
ON-SITE (PRIVATE)
SANITARY SEWER LINE

FROM SITE
—_—

PLASTIC OR
CLAY STOPPER
(SEE NOTE 3)

CLEAN-OUT SHALL BE
R INSTALLED AT PROPERTY LINE
(SEE NOTE 2) F/C

VARIES
(SEE NOTE 2)

(SEE NOTE 4)

BEND

45" WYE

TO MAIN

BADED ELEVATION VIEW
COUPLING NO SCALE

NOTES:

1.

IF CLEAN-OUT IS INSTALLED IN DRIVEWAY, USE CHRISTY G5 TRAFFIC VALVE
BOX WITH "SEWER” CAST IN LID (OR APPROVED EQUAL).

BOX SHALL HAVE A CONCRETE COLLAR. (SEE DETAIL SS-5 FOR

DETAILS OF CONCRETE COLLAR)

WHEN PROPERTY LINE IS AT BACK OF WALK, INSTALL CLEAN-OUT BEHIND
BACK OF WALK.

PROVIDE STOPPER WHEN THERE IS NO ON-SITE LATERAL CONNECTION.

MATERIAL FOR THE CLEANOUT PIPE SHALL MATCH THE MATERIAL FOR THE
LATERAL.  SEE CITY'S SPECIFICATIONS FOR MATERIALS.

5=2% (MIN.)

PIPE SIZE AS INDICATED
ON PLAN (4" MIN.)

DRAWN BY: M. LEE
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